SIAT

M. J. MAILLIS GROUP

Semi AutomaticCarton S ealers

NANDEE
STRAPAC

NANDEE-STRAPAC CO., LTD.
310, 312 Soi Chan 32, Chan Road, Thung Wat Don, Sathorn, Bangkok 10120
Tel : 0-2675-5543-4, 0-2675-6656-7, 0-2675-6990 Fax : 0-2672-3266

PACKAGING
PARTNER

E-mail : strapac@nandee.co.th Website : www.nandeestrapac.com



Semi-automatic carton sealer with manual adjust -
ment. Easy to use and simple to be adjusted, it
can be started by any operator in few minutes. It
allows a perfect closing of the box by adhesive
tape thanks to the double top and bottom driving
system and the super reliable taping unit K11R.
The carton sealer has been designed and manu -
factured according to the Machine Directive CE
392 and subsequent revisions.
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Machine dimensions SK2
Min. Max
L 1080
w 740
Size / Weigth = = H 1230 1570
packaging == o . cbh 480 820
SK2 160 175 114x78x115 AS 77 580 920
AS 80 680 1020
Box dimensions SK2
K11R std./K12R  on demand
h Min. Max
| 150 oo
K\y / w*| 140/170 500
= h 100 500

Production capacity

K11R/ K12R
mm
A 410 Max
B 50/75
C 76

*With top side pressure rollers (minimum width manageable 180mm).
Upper guides required in case of width box less than 180mm (optional).
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S

Standard voltage
AS80 AS77
Optionals Higer legs Casters
h 600mm
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Max pcs.* 1200
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* Always based on shorter manageable box

380/400V - 50Hz - 3F

440V - 60Hz - 3F

Amps 1,08
Power kW 0,26
Phase 3Ph + PE
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