
Automatic U niform S ize C arton S ealing M achine

SM11 

SM11 + AG21 Motorized 

indexing unit with timer 

control (Optional)

PACKAGING

P A R T N E R

NANDEE

STRAPAC

NANDEE-STRAPAC CO., LTD.

310, 312 Soi Chan 32, Chan Road, Thung Wat Don, Sathorn, Bangkok 10120 

Tel : 0-2675-5543-4, 0-2675-6656-7, 0-2675-6990             Fax : 0-2672-3266

E-mail : strapac@nandee.co.th               Website : www.nandeestrapac.com 



SM11

SM11-INOX

Low tape/no tape sensor 

device (Optional)

SM11 model is an automatic “Fixed Format” 

case sealer: it means that all the adjustments 

needed to use the machine in a correct way are 

done manually and for this reason it is used for 

long runs with same box dimensions.

The machine applies automatically two self-a -

dhesive tape stripes on the upper and lower 

boxes middle line. SM11 adjustment and use 

is intuitive, simple and fast.

Machine suitable in case of use in environments with high humidity or in contact with 

corrosive substances. Except for the plastic parts, all components of the machine 

are made in stainless steel.

SA11 & SA11/4

Machines with switch to control the movement 

of the top taping head frame by pneumatic pi -

stons instead of handles & screws.
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> SM11 > SM11/4

> SM11 > SM11/4

K11R / K12R

Min. Max

l 200 600

w 150 500

h 100 600

K11R

Min. Max

l 200 600

w 105 500

h 100 600

K11R/ K12R

mm

A 410 Max

B 50 / 75

C 76

> SM11 Bph

Max pcs.* 1200

> SM11/4 Bph

Max pcs.* 1200

> SM11 Nl.

Cycle 2

> SM11/4 Nl.

Cycle 2

380/400V - 50Hz - 3F

440V - 60Hz - 3F

Amps 1,08

Power kW 0,26

Phase 3Ph + PE

380/400V - 50Hz - 3F

440V - 60Hz - 3F

Amps 1,08

Power kW 0,26

Phase 3Ph + PE

> Box dimensions 
 
 
 
 

> SM11

Min. Max

L 2526 -

W 1058 -

H 1770 2110

cbh 480 820

AS 77 580 920

AS 80 680 1020

Min. Max

L 2526 -

W 1058 -

H 1770 2110

cbh 480 820

AS 77 580 920

AS 80 680 1020

> SM11/4

l
w

h

> Standard voltage 
 
 
 
 

> Machine dimensions 
 
 
 
 

> Taping units 
 
 
 
 

from 5,5 bar to 7 bar

> Production capacity 
 
 
 
 

Size / Weigth

packaging
LxWxH

> SM11 340 390 160x110x205

> SM11/4 340 390 160x110x205

> Air consumption 
 
 
 
 

* Always based on shorter manageable box

> Optionals 
 
 
 
 

> AS77
 Casters 
 
 
 
 

> AS80
 Higer legs 
 
 
 
 

h 600mm
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