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Carton Sealing Machines

Strong lifting structure

Upper side application tape

Bottom side
application tape

Engine enhanced

Reinforced frame

Aluminium
telescopic legs
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The carton sealing machines  XL35 and XL36
have been designed according to the EEC reg -
ulations and are able to seal cartons of the same
size applying a U seal of adhesive tape to the top
and bottom flaps. The machine adjustment to the
carton size is fast and easy. The side drive belts
bave a self-centering screw adjustment device.
The choice between XL35 andthe XL36 depends

from the dimensions of the cartons to be sealed. vE ve TP
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Machine dimensions XL35 XL36 Taping units
Min. Max Min. Max
L 938 - L 1080 -
W 1140 — W 1140 -
Size / Weigth = - @H H 1250 | 1590 H 1330 | 1630 -
packaging o~ cbh 480 820 cbh 480 820 Ny y
XL35 185 220 120x106x116 AS 77 580 920 AS 77 580 920 © ?
XL36 210 245 124x124x140 AS 80 680 1020 AS 80 680 1020 L
A il
Box dimensions XL35 XL36
K11/K12 K12 K11/ K12
h Min. Max Min. Max mm
| 150 oo | 150 o A 410 Max
x\y/ w | 130/140 500 w 140 650 B 50/75
b/ h 100 500 h 100 650 C 76
XL35/4
K11
Min Max
| 150 oo
w 105 500
h 100 500
Production capacity
@ XL35/XL35/4 Bph XL36 Bph
@ Max pcs.* 1200 Max pcs.* 1200
* Always based on shorter manageable box
XL35/XL35/4 XL36

Standard voltage

AS77
Casters

AS80

Optionals Higer legs

h 600mm

NANDEE-STRAPAC CO., LTD.
310, 312 Soi Chan 32, Chan Road, Thung Wat Don, Sathorn, Bangkok 10120
Tel : 0-2675-5543-4, 0-2675-6656-7, 0-2675-6990

NANDEE
STRAPAC

PACKAGING
PARTNER

380/400V - 50Hz - 3F

380/400V - 50Hz - 3F

440V - 60Hz - 3F

440V - 60Hz - 3F

Amps 1,08 Amps 1,08
Power kW 0,26 Power kW 0,26
Phase 3Ph + PE Phase 3Ph+ N+ PE
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